
Sheet 1

County Item UPN

F.P.

Traffic 2017 2037 ESAL 20-yr

Thickness inches

Length 0.20 Miles 55 M.P.H. Design CBR 3

Note:

ROADBED PREPARATION

PAVEMENT
 Traffic Lanes:
1 4" depth

221 2.25" depth
221 2.25" depth
301 1.25" depth

 Shoulders:
1 4" depth

221 2.25" depth
221 2.25" depth
301 1.25" depth

SUBMITTED______________________________DATE__________ Designer

APPROVED_______________________________DATE__________ Project Manager

DGA

& Off the National Highway System

4" on 4"

Road Name Seven Bridges Rd (CR 7777) N/A

Description Replace bridge and approaches on Seven Bridges Road CR 7777.

N/A

40,000

Asphalt on DGAExisting: Type

Design Speed

PAVEMENT DESIGN                  4/12/16

Pavement Design <20,000,000 ESALs

13-456Madison

FOR TYPICAL SECTION SEE ATTACHED SHEET(S)

1,200 3,500

CL 2 ASPH BASE 0.75D PG64-22

DGA

CL 2 ASPH BASE 0.75D PG64-22
CL 2 ASPH SURF 0.38D PG64-22

CL 2 ASPH BASE 0.75D PG64-22
CL 2 ASPH SURF 0.38D PG64-22

CL 2 ASPH BASE 0.75D PG64-22



Pavement (Cont.) Sheet 2

Asphalt Seal required from outside edge of paved shoulder to a
point 2 feet down the ditch or fill slope.  Two applications of
the following:

103   ASPHALT SEAL COAT                     2.40 lb/sy
100   ASPHALT SEAL AGGREGATE                20 lb/sy (Size No.8 or 9M)

448, 455

SPECIAL PROVISION FOR: 

SPECIAL NOTE FOR: 

PLAN NOTE NO.:



CL

�" : 1’

1Grade Point

�" : 1’
�" : 1’�" : 1’

4:1  Desirable
2:1  M

inim
um

4:1  Desirable

2:1  M
inim

um 4:1

1    Widen Shoulders 3’ Where Guardrail is Required

20’

10’

3’

TYPICAL SECTION (NOT TO SCALE)

SEVEN BRIDGES ROAD 

4" DGA

10’2’

2’

1�" CL 2 ASPH SURF 0.38D PG64-22

2’

2’

FULL DEPTH DGA FULL DEPTH DGA

2

2

ditch or fill slope.

shoulder to a point two feet down existing 

Asphalt Seal required from outside of paved 

�" : 1’

1

4:1  Desirable

3’2’ 2’

2

2:1  M
inim

umFULL DEPTH DGA

1�" CL 2 ASPH SURF 0.38D PG64-22

4" DGA

DETAIL A

DETAIL A

2�" CL 2 ASPH BASE 0.75D PG64-22

2�" CL 2 ASPH BASE 0.75D PG64-22

2�" CL 2 ASPH BASE 0.75D PG64-22

2�" CL 2 ASPH BASE 0.75D PG64-22



Sheet 1

County Item UPN

F.P.

Traffic 2014 2034 ESAL 20-yr

Thickness inches

Length 4.80 Miles 55 M.P.H. Design CBR 9

Note:

ROADBED PREPARATION

PAVEMENT
Asphalt Alternate
 Traffic Lanes:
3 4" depth

214 4" depth
214 4" depth
214 3.5" depth
22906ES403 1.25" depth

 Shoulders:
3 8" depth

212 4" depth
212 3.5" depth
301 1.25" depth

SUBMITTED______________________________DATE__________ Designer

RECOMMENDED____________________________DATE__________ Project Manager

APPROVED_______________________________DATE__________ TEBM for Pavements

13-7777Madison

KENTUCKY TRANSPORTATION CABINET 
DIVISION OF HIGHWAY DESIGN

PAVEMENT BRANCH

Pavement Design <20,000,000 ESALs
& Off the National Highway System

Existing: Type N/A N/A

Road Name Good Intentions Road (KY 7777) N/A

Description New Route KY 7777

23,069 37,070 18,600,000

CL 3 ASPH BASE 1.00D PG64-22

Design Speed

2-foot rock roadbed

FOR TYPICAL SECTION SEE ATTACHED SHEET(S)

Crushed Stone Base

CL 3 ASPH BASE 1.00D PG64-22

CL 3 ASPH BASE 1.00D PG64-22
CL 3 ASPH SURF 0.38A PG64-22

Crushed Stone Base

CL 2 ASPH BASE 1.00D PG64-22
CL 2 ASPH BASE 1.00D PG64-22
CL 2 ASPH SURF 0.38D PG64-22



Pavement (Cont.) Sheet 2

Concrete Alternate
 Traffic Lanes:
3 6" depth

2071 Square Yard

 Shoulders:
3 11" depth

2078 Square Yard

Asphalt Seal required from outside edge of paved shoulder to a
point 2 feet down the ditch or fill slope.  Two applications of
the following:

103   ASPHALT SEAL COAT                     2.40 lb/sy
100   ASPHALT SEAL AGGREGATE                20 lb/sy (Size No.8 or 9M)

444, 555, 447, 455

SPECIAL NOTE FOR: 11N LONGITUDINAL PAVEMENT JOINT ADHESIVE

SPECIAL PROVISION FOR: 

JPC Pavement-11 inch

Crushed Stone Base

PLAN NOTE NO.:

Crushed Stone Base

JPC Pavement-6 inch Shoulder



12’12’ 12’ 12’

24’

COUNTY OF ITEM NO.

10’

24’ 12’

NOT TO SCALE

VARIES

TYPICAL SHEET

2% 2% 2% 2% 4%

1.25" CL 3 ASPH SURF 0.38A PG64-22

3.25" CL 3 ASPH BASE 1.00D PG64-22

5.0" CL 3 ASPH BASE 1.50D PG64-22

3.5" CL 3 ASPH BASE 1.00D PG64-22

4.0" CRUSHED STONE BASE

DETAIL "A"

   ASPHALT SELA AGGREGATE.................20 lbs. / S.Y.

   ASPHALT SEAL COAT ..........................2.4 lbs. / S.Y.

TWO APPLICATIONS OF THE FOLLOWING:

A POINT 2 FOOT DOWN THE DITCH OR FILL SLOPE (Where Applicable).

ASPHALT SEAL REQUIRED FROM OUTSIDE EDGE OF PAVED SHOULDER TO

2’ ROCK ROADBED

BASE WEDGE

CRUSHED STONE
1.25" CL 2 ASPH SURF 0.38D PG 64-22

3.5" CL 2 ASPH BASE 1.00D PG 64-22

TYPICAL SECTION

3.25" CL 2 ASPH BASE 1.00D PG 64-22

4%

10’

13-7777

1

DETAIL "A"

1

1

EARTH BACKFILL EARTH BACKFILL

FULL DEPTH CRUSHED STONE BASE

2’ ROCK ROADBED

4" PERFORATED PIPE

4" PERFORATED PIPE

(NOTE: ENSURE DRAINAGE OF ROCK ROADBED)

1’

EXTEND PAVEMENT 1’ PAST BACK OF CURB&GUTTER

GOOD INTENTIONS ROAD

KY 7777

MADISON



12’12’ 12’ 12’

24’

COUNTY OF ITEM NO.

10’

24’ 12’

NOT TO SCALE

VARIES

TYPICAL SHEET

2% 2% 2% 2% 4%

DETAIL "A"

   ASPHALT SELA AGGREGATE.................20 lbs. / S.Y.

   ASPHALT SEAL COAT ..........................2.4 lbs. / S.Y.

TWO APPLICATIONS OF THE FOLLOWING:

A POINT 2 FOOT DOWN THE DITCH OR FILL SLOPE (Where Applicable).

ASPHALT SEAL REQUIRED FROM OUTSIDE EDGE OF PAVED SHOULDER TO

2’ ROCK ROADBED

TYPICAL SECTION

4%

10’

13-7777

1

DETAIL "A"

1

1

EARTH BACKFILL EARTH BACKFILL

2’ ROCK ROADBED

4" PERFORATED PIPE

4" PERFORATED PIPE

(NOTE: ENSURE DRAINAGE OF ROCK ROADBED)

JPC PAVEMENT-6 INCH SHOULDER

JPC PAVEMENT-11 INCH

2’ ROCK ROADBED

JPC PAVEMENT-11 INCH

JPC PAVEMENT-6 INCH SHOULDER

11" MODIFIED CURB&GUTTER

FULL DEPTH CSB

CSB WEDGE

1’

EXTEND DGA 1’ PAST BACK OF CURB&GUTTER

GEOGRID REINFORCEMENT

GEOGRID REINFORCEMENT

GEOGRID REINFORCEMENT

MADISON

GOOD INTENSIONS ROAD

KY 7777

6" CRUSHED STONE BASE

6" CRUSHED STONE BASE

11" CRUSHED STONE BASE


